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3.2.2.25.  Group A, Division 2, up to 2 Storeys
(1) A building classified as Group A, Division 2 is permitted to

conform to Sentence (2) provided,
(a) it is not more than 2 storeys in building height, and
(b) it has a building area not more than the value in Table

3.2.2.25.

(2) The building referred to in Sentence (1) is permitted to be
of combustible construction or noncombustible construction
used singly or in combination, and,
(a) floor assemblies shall be fire separations and, if of
combustible construction, shall have a fire-resistance rating
not less than 45 min,
(b) mezzanines shall have, if of combustible construction, a

fire-resistance rating not less 45 min,
(c) roof assemblies shall have, if of combustible construction,

a fire-resistance rating not less than 45 min, except that in a
building not more than 1 storey in building height, the fire-
resistance rating is permitted to be waived provided the roof
assembly is constructed as a fire-retardant treated wood roof
system conforming to Article 3.1.14.1., and the building area is
not more than,
(i) 800 m2 if facing one street,
(ii) 1 000 m2 if facing two streets, or
(iii) 1 200 m2 if facing three streets, and
(d) loadbearing walls, columns and arches supporting an

assembly required to have a fire-resistance rating shall,
(i) have a fire-resistance rating not less than 45 min, or
(ii) be of noncombustible construction.

FIRE SEPARATION GENERAL NOTES:
1. PROVIDE NEW FIRESTOPPING (WITH APPROPRIATE

FIRE SEAL) AT T/O NEW FIRE SEPARATION WALLS.
2. SEAL ALL AROUND NEW MECH. & ELEC.

PENETRATIONS THROUGH EXISTING FLOOR TO
MAINTAIN  EXISTING 45MIN. FLOOR FIRE SEPARATION
(PROVIDE APPROPRIATE FIRE SEAL). SEAL ALL
AROUND EXISTING (WHERE NOT PROVIDED) FOR
NEW MECH. & ELEC. PENETRATIONS (PROVIDE
APPROPRIATE FIRE SEAL) THROUGH WALL FIRE
SEPARATIONS INDICATED. ALSO REFER TO MECH. &
ELEC. DETAILS.

3. ENSURE NEW WALL FIRE SEPARATIONS AT EXISTING
STAIR ARE CONTINUOUS WITH EXISTING WALLS.

4. ALL NEW FIRE RATED WALL SEPARATION TO BE
TERMINATED AT THE U/S OF CEILING.

5. REFER TO LEGEND ON DWG. 1-151 FOR 1HR FIRE
RATED CEILINGS.
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New Features of the Branch
- 5,000 square feet of space
  ully accessible branch
- Shelving for a collection of over 10,000 items
- Dedicated programming/meeting room
- Increased dedicated library parking

www.kawarthalakeslibrary.ca/bobcaygeonproject

BOBCAYGEON LIBRARY
123 East Street South

Coming end of 2022


